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8 Gaggenau Expressive series













Combinations Gaggenau Expressive series

All measurements in mm.

Combination — Horizontal 60 cm — EH66_14

Combination — Horizontal 60 cm — EH66_1428

Combination — Horizontal 76 cm — EH33_21

GW H21

       GS/GM       
76 cm     GO

       (       b       )            (       a       )     
ab

ab

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8

756

722+8

756

       (       A       )     

≥ 3

5

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

655 665

≥ 585

53242

671

≥ 2

≥ 2

6

76 cm

GW H21 30“

       GS/GM       
30“     

GO 30“

       (       b       )            (       a       )     
ab

ab

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8

756

722+8

756

       (       A       )     

≥ 3

5

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

655 665665

≥ 585

53242

671

≥ 2

≥ 2

GW H21

       GS/GM       
76 cm     GO

       (       b       )            (       a       )     
ab

ab

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8

756

722+8

756

       (       A       )     

≥ 3

5

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

655 665

≥ 585

53242

671

≥ 2

≥ 2

6

76 cm

Front view Side view

Side viewFront view

       GO       
60 cm     

GW/GV H14

       GS/GM/GC       
 60 cm     

       (       a       )     

ab c

ab c

         A                            :       Furniture front

Measurements in mm

596

560+8

594

560+8

594

560+8

594

       (       A       )     

456

135

5≥ 3

580

35

≥ 585

53242

596

≥ 2

≥ 2

35

140

35

       ≥        585     
532 42

135

456

5

≥ 2

≥ 2

591+3
(GC)
590

(GS/GM)

       449       
(GC)       
440       

(GS/GM)     

       (       b,c       )     

6 6

       GO       
60 cm     

GW/GV H14

       GS/GM/GC       
 60 cm     

       (       a       )     

ab c

ab c

         A                            :       Furniture front

Measurements in mm

596

560+8

594

560+8

594

560+8

594

       (       A       )     

456

135

5≥ 3

580

35

≥ 585

53242

596

≥ 2

≥ 2

35

140

35

       ≥        585     
532 42

135

456

5

≥ 2

≥ 2

591+3
(GC)
590

(GS/GM)

       449       
(GC)       
440       

(GS/GM)     

       (       b,c       )     

6 6

A: Furniture front

Front view Side view

GS/GM/GC
       GO       

60 cm     

GW H28
GW/GV H14

       GS/GM/GC       
 60 cm     

       (       a       )            (       b       )     
ab

ab

         A                            :       Furniture front

Measurements in mm

596

456

135

275

560+8

594

560+8

594

       (       A       )     

5

5≥ 3

580

35

≥ 585

53242

596

135 140

≥ 2

≥ 2

35

280

35

       ≥        585     
532 42

275

456

5

≥ 2

≥ 2

731+3
(GC)
730

(GS/GM)

5

       449       
(GC)       
440       

(GS/GM)     

6

GS/GM/GC
       GO       

60 cm     

GW H28
GW/GV H14

       GS/GM/GC       
 60 cm     

       (       a       )            (       b       )     
ab

ab

         A                            :       Furniture front

Measurements in mm

596

456

135

275

560+8

594

560+8

594

       (       A       )     

5

5≥ 3

580

35

≥ 585

53242

596

135 140

≥ 2

≥ 2

35

280

35

       ≥        585     
532 42

275

456

5

≥ 2

≥ 2

731+3
(GC)
730

(GS/GM)

5

       449       
(GC)       
440       

(GS/GM)     

6

A: Furniture front

A: Furniture front

Gaggenau Expressive series14



All measurements in mm.

Combination — Horizontal Mix 60 cm & 76 cm — EH36_21

Combination — Horizontal Mix 60 cm & 76 cm — EH363_21

GW H21

GO
GS/GM/GC

       (       b       )            (       a       )     

ab

ab

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8

756

560+8

594

       (       A       )     

5

≥ 3

35

215

35

       ≥        585     
532 42

210

456

5

≥ 2

≥ 2

655

666+3      
(GC)
665 

(GS/GM)

35

≥ 585

53242

671

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

6

76 cm
60 cm

GW H21

GO
GS/GM/GC

       (       b       )            (       a       )     

ab

ab

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8

756

560+8

594

       (       A       )     

5

≥ 3

35

215

35

       ≥        585     
532 42

210

456

5

≥ 2

≥ 2

655

666+3      
(GC)
665 

(GS/GM)

35

≥ 585

53242

671

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

6

76 cm
60 cm

       GO             

GW H21

       GS/GM       
     

GW H21

GS/GM/GC

       (       c       )            (       b       )            (       a       )     

ab

ab

c

c

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8 560+8

756 594

722+8

756

       (       A       )     

5

≥ 3

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

35

215

35

       ≥        585     
532 42

210

456

5

≥ 2

≥ 2

655
666+3      
(GC)
665 

(GS/GM)

666+3      
(GC)
665 

(GS/GM)

35

≥ 585

53242

671

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

6 6

76 cm

60 cm 76 cm

76 cm

       GO             

GW H21

       GS/GM       
     

GW H21

GS/GM/GC

       (       c       )            (       b       )            (       a       )     

ab

ab

c

c

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8 560+8

756 594

722+8

756

       (       A       )     

5

≥ 3

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

35

215

35

       ≥        585     
532 42

210

456

5

≥ 2

≥ 2

655
666+3      
(GC)
665 

(GS/GM)

666+3      
(GC)
665 

(GS/GM)

35

≥ 585

53242

671

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

6 6

76 cm

60 cm 76 cm

76 cm

Front view Side view

Side view

Front view

A: Furniture front

A: Furniture front

       GO             

GW H21

       GS/GM       
     

GW H21

GS/GM/GC

       (       c       )            (       b       )            (       a       )     

ab

ab

c

c

         A                            :       Furniture front

Measurements in mm

671

456

210

722+8 560+8

756 594

722+8

756

       (       A       )     

5

≥ 3

35

440

215

35

≥ 585

532 42

210

456

5

≥ 2

≥ 2

35

215

35

       ≥        585     
532 42

210

456

5

≥ 2

≥ 2

655
666+3      
(GC)
665 

(GS/GM)

666+3      
(GC)
665 

(GS/GM)

35

≥ 585

53242

671

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

6 6

76 cm

60 cm 76 cm

76 cm

Gaggenau Expressive series 15
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Combinations Gaggenau Expressive series

All measurements in mm.

Combination — Vertical 60 cm — EV6_0_H45 Wooden shelf

       GO       
60 cm     

       GS/GM/GC       
 60 cm     

a

           (           B           )         

         A                            :       Furniture front

C: Reference line
         B                            :       Wooden shelf

Measurements in mm

456

596

560+8

594

       (       A       )     

≥ 5 ≥ 5

≥ 3

35

450+2

1051+2

       601       
(       C       )     

19

580

35

≥ 585

53242

596

1057

456

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       GO       
60 cm     

       GS/GM/GC       
 60 cm     

a

           (           B           )         

         A                            :       Furniture front

C: Reference line
         B                            :       Wooden shelf

Measurements in mm

456

596

560+8

594

       (       A       )     

≥ 5 ≥ 5

≥ 3

35

450+2

1051+2

       601       
(       C       )     

19

580

35

≥ 585

53242

596

1057

456

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       GO       
60 cm     

       GS/GM/GC       
 60 cm     

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1051+2

580

35

≥ 585

53242

596

1057

456

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       601       
(       C       )            GO       

60 cm     

       GS/GM/GC       
 60 cm     

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1051+2

580

35

≥ 585

53242

596

1057

456

≥ 2

≥ 2

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       601       
(       C       )     

Front view Side view

Combination — Vertical 60 cm — EV6_0_H45 Intermediate shelf

Combination — Vertical 60 cm — EV6_14_H45

         GO         
60 cm       

GW/GV H14

         GS/GM/GC         
 60 cm       

a

a

A: Furniture front

C: Reference line
B : Intermediate shelf

Measurements in mm

           (           B           )         

456

596

135

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1191+2

580

140

35

≥ 585

53242

135

596

1197

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       741       
(       C       )     

         GO         
60 cm       

GW/GV H14

         GS/GM/GC         
 60 cm       

a

a

A: Furniture front

C: Reference line
B : Intermediate shelf

Measurements in mm

           (           B           )         

456

596

135

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1191+2

580

140

35

≥ 585

53242

135

596

1197

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       741       
(       C       )     

Front view

Front view

Side view

Side view

A: Furniture front
B: Wooden shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

Wooden shelf Intermediate shelf GA 601 010, GA 301 010 Intermediate shelf GA 601 010 with GC above

Gaggenau Expressive series16



All measurements in mm.

Combination — Vertical 60 cm — EV6_21_H45

       GO       
60 cm     

GW H21

       GS/GM/GC       
 60 cm     

       (       B       )     

a

a

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

210  

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1266+2

       816       
(       C       )     

580

215

35

≥ 585

53242

210

596

1272

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       GO       
60 cm     

GW H21

       GS/GM/GC       
 60 cm     

       (       B       )     

a

a

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

210  

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1266+2

       816       
(       C       )     

580

215

35

≥ 585

53242

210

596

1272

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

Front view Side view

Combination — Vertical 60 cm — EV6_28_H45

       GO       
60 cm     

GW H28

       GS/GM/GC       
 60 cm     

a

a

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

275

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1331+2       (       B       )     

       881       
(       C       )     

580

280

35

≥ 585

53242

275

596

1337

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

       GO       
60 cm     

GW H28

       GS/GM/GC       
 60 cm     

a

a

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

596

275

560+8

594

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

450+2

1331+2       (       B       )     

       881       
(       C       )     

580

280

35

≥ 585

53242

275

596

1337

456

≥ 2

≥ 2

5

       449       
(GC)       
440       

(GS/GM)     

       (       a       )     

Front view Side view

A: Furniture front
B: Intermediate shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

Wooden shelf Intermediate shelf GA 601 010, GA 301 010 Intermediate shelf GA 601 010 with GC above

Gaggenau Expressive series 17
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Combinations Gaggenau Expressive series

All measurements in mm.

Combination — Vertical 76 cm — EV3_0_H45 Wooden shelf

Combination — Vertical 76 cm — EV3_0_H45 Intermediate shelf

Combination — Vertical 76 cm — EV3_21_H45

         GS/GM          
 76 cm

GO

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Wooden shelf

Measurements in mm

456

671

722+8

756

       (       A       )     

≥ 5≥ 5

≥ 3

19

35

450

1126+2

       676       
(       C       )     655

35

≥ 585

53242

671

1132

456

≥ 2

≥ 2

440

       (       a       )     

 76 cm

         GS/GM          
 76 cm

GO

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Wooden shelf

Measurements in mm

456

671

722+8

756

       (       A       )     

≥ 5≥ 5

≥ 3

19

35

450

1126+2

       676       
(       C       )     655

35

≥ 585

53242

671

1132

456

≥ 2

≥ 2

440

       (       a       )     

 76 cm

       

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

671

722+8

756

       (       A       )     

≥ 5 ≥ 5

≥ 3

35

450

1126+2

655

35

≥ 585

53242

671

1132

456

≥ 2

≥ 2

440

       676       
(       C       )     

       (       a       )     

GS/GM
 76 cm

GO
 76 cm

       

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

671

722+8

756

       (       A       )     

≥ 5 ≥ 5

≥ 3

35

450

1126+2

655

35

≥ 585

53242

671

1132

456

≥ 2

≥ 2

440

       676       
(       C       )     

       (       a       )     

GS/GM
 76 cm

GO
 76 cm

       GS/GM        
 76 cm     

GW H21

GO

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

671

210

722+8

756

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

210 215

35

450

1341+2

       891       
(       C       )     

655

35

≥ 585

53242

671

1347

456

≥ 2

≥ 2

5

440

       (       a       )     

 76 cm

       GS/GM        
 76 cm     

GW H21

GO

a

a

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456

671

210

722+8

756

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

210 215

35

450

1341+2

       891       
(       C       )     

655

35

≥ 585

53242

671

1347

456

≥ 2

≥ 2

5

440

       (       a       )     

 76 cm

Front view

Front view

Front view

Side view

Side view

Side view

A: Furniture front
B: Wooden shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

Wooden shelf Intermediate shelf GA 601 010, GA 301 010 Intermediate shelf GA 601 010 with GC above

Gaggenau Expressive series18



All measurements in mm.

Combination — Cube 60 cm — ECU66_14_H45

     
GO

     60 cm
   

     GS/GM     
60 cm   

     GS/GM     
60 cm   

GW/GV H14

GC

     (     b     )        (     a     )   

         (         B         )                (         B         )       

ab

ab

       A                      :     Furniture front

C: Reference line
       B                      :     Intermediate shelf

Measurements in mm

456 456

135

594 594

     (     A     )   

5

≥ 5 ≥ 5 ≥ 5≥ 5

≥ 3

456

596

560+8 560+8
35 35

440 440450

1051+2

     601     
(     C     )   

449

580

140

35 35

≥ 585 ≥ 585

532 53242 42

135

456

1057

456

≥ 2

≥ 2

5

1057

596

456

≥ 2

≥ 2

6

60 cm
     
GO

     60 cm
   

     GS/GM     
60 cm   

     GS/GM     
60 cm   

GW/GV H14

GC

     (     b     )        (     a     )   

         (         B         )                (         B         )       

ab

ab

       A                      :     Furniture front

C: Reference line
       B                      :     Intermediate shelf

Measurements in mm

456 456

135

594 594

     (     A     )   

5

≥ 5 ≥ 5 ≥ 5≥ 5

≥ 3

456

596

560+8 560+8
35 35

440 440450

1051+2

     601     
(     C     )   

449

580

140

35 35

≥ 585 ≥ 585

532 53242 42

135

456

1057

456

≥ 2

≥ 2

5

1057

596

456

≥ 2

≥ 2

6

60 cm

Front view Side view

Combination — Cube Mix 60 cm & 76 cm — ECU63_21_H45

GC

       GS/GM       
60 cm     

GW H21

       (       a       )     

ab

ab

GO

       GS/GM       
76 cm     

       (       b       )     

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456 456

456

210

671

560+8

594

722+8

7566

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

440 450

       676       
(       C       )     

449

215

35

≥ 585

53242

210

456

       (       B       )     1132

456

≥ 5 

≥ 2

≥ 2

5

35

450

1126+2

35

≥ 585

532 42

≥ 5 

1132

671

456

≥ 2

≥ 2

655
76 cm

60 cm
GC

       GS/GM       
60 cm     

GW H21

       (       a       )     

ab

ab

GO

       GS/GM       
76 cm     

       (       b       )     

         (         B         )       

         A                            :       Furniture front

C: Reference line
         B                            :       Intermediate shelf

Measurements in mm

456 456

456

210

671

560+8

594

722+8

7566

       (       A       )     

5

≥ 5 ≥ 5

≥ 3

35

440 450

       676       
(       C       )     

449

215

35

≥ 585

53242

210

456

       (       B       )     1132

456

≥ 5 

≥ 2

≥ 2

5

35

450

1126+2

35

≥ 585

532 42

≥ 5 

1132

671

456

≥ 2

≥ 2

655
76 cm

60 cm

Front view Side view

A: Furniture front
B: Intermediate shelf
C: Reference line

A: Furniture front
B: Intermediate shelf
C: Reference line

Wooden shelf Intermediate shelf GA 601 010, GA 301 010 Intermediate shelf GA 601 010 with GC above
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All measurements in mm.

Oven Gaggenau Expressive series
G�O 480/G�O 481

Right-hinged

G�O 480 120
Stainless steel behind smoked glass.
Width 76 cm.

Left-hinged

G�O 481 120
Stainless steel behind smoked glass.
Width 76 cm.

Included in the price

1	 wire rack.
1	 baking tray, enamelled, 

pyrolysis-safe.
1	 grill tray, enamelled, pyrolysis- safe 

with wire rack.
1	 plug-in core temperature probe.
1	 rotisserie spit.

Special accessories

B�A 020 110
Air frying tray. 
To be placed on wire rack.

B�A 028 115
Baking tray, enamelled.
30 mm deep.

B�A 038 105
Wire rack, chromium-plated.
Without opening, with feet.

B�A 058 134
Baking stone.
Incl. baking stone support and pizza 
paddle.
Not in combination with pull-out 
system.

B�S 020 003
Pizza paddle.
Serving and cutting board.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
PFAS free non-stick coating.
In combination with the pull-out 
system BA 018 106.

D

A+++

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Pyrolytic self-cleaning.

	— Invisible full surface grill behind 
enamel.

	— 19 heating methods from 30 °C to 
300 °C, incl. baking stone function, 
roaster function, air frying, 
dehydrating.

	— Automatic programmes and 
setting recommendations.

	— Core temperature probe.

	— Rotisserie function.

	— Net volume 125 litres.

Heating methods / Programmes
Hot air plus.
Hot air eco.
Top + bottom heat.
Top + 1/3 bottom heat.
Top heat.
Bottom + 1/3 top heat.
Bottom heat.
Hot air + bottom heat.
Hot air + 1/3 bottom heat.
Moist baking.
Grill + circulated air.
Grill.
Baking stone function.
Roaster function.
Air frying.
Dehydrating.
Dough proving.
Keeping warm.
Defrosting.
160 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Invisible full surface grill behind 
enamel 4.5 kW.
Grill can be added briefly for 
additional browning.
Hot air fan rotates in both directions 
for ideal heat distribution.
Extra powerful bottom heating for 
baking stone and roaster function.
Three-point core temperature probe 
with cooking time estimation via 
Home Connect.
Rotisserie spit for grilling from all sides.
Precise temperature control with 
display of the current temperature.
Rapid heating.
Heated catalyser to clean the oven air.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
5 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with 
quintuple glazing.
Cooled housing with temperature 
protection.

Cleaning
Pyrolysis with minimised odour 
development thanks to the heated 
catalyser.
Side shelf supports enamelled and 
pyrolysis-safe.
Seamless cooking compartment 
without obstructive elements.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
For installation underneath cooktops: 
distance between the underside of 
the cooktop and the top edge of the 
oven housing: min. 15 mm. The planning 
notes for the cooktops (particularly 
regarding ventilation, gas/electric 
connection) must be taken into 
account.
The mains socket must be accessible 
and located outside the built-in niche.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 6.6 kW.
Connecting cable 1.75 m without plug.

* Available in Q4/2025.

         B                            :                A                            :       
Fixed cable
Accessible electrical connection

Measurements in mm

≥ 550

≥ 673

≥ 2

35

722+8

665–8

42
63

655
671

756

532

110°97°

       (       A       )     

       (       B       )     

16

655

       ≥ 100 (97°)       
≥ 260 (110°)     
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All measurements in mm.

Oven Gaggenau Expressive series
G�O 470/G�O 471

Right-hinged

G�O 470 120
Stainless steel behind smoked glass. 
Width 60 cm.

Left-hinged

G�O 471 120
Stainless steel behind smoked glass. 
Width 60 cm.

Included in the price

1	 wire rack.
1	 baking tray, enamelled, 

pyrolysis-safe.
1	 grill tray, enamelled, pyrolysis-safe.
1	 plug-in core temperature probe.
1	 rotisserie spit.

Special accessories

B�A 020 110
Air frying tray.
30 mm deep.

B�A 026 116
Baking tray, enamelled
30 mm deep.

B�A 026 117
Grill tray, enamelled
38 mm deep.

B�A 036 106
Wire rack, chromium-plated.
Without opening, with feet.

B�A 046 118
Glass tray.
24 mm deep.

B�A 056 134
Baking stone.
Incl. baking stone support and pizza 
paddle.
Not in combination with pull-out 
system.

B�S 020 003
Pizza paddle.
Serving and cutting board.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
PFAS free non-stick coating.
In combination with the pull-out 
system BA 016 106.

D

A+++

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Pyrolytic self-cleaning.

	— Invisible full surface grill behind 
enamel.

	— 19 heating methods from 30 °C to 
300 °C, incl. baking stone function, 
roaster function, air frying, 
dehydrating.

	— Automatic programmes and 
setting recommendations.

	— Core temperature probe.

	— Rotisserie function.

	— Net volume 77 litres.

Heating methods / Programmes
Hot air plus.
Hot air eco.
Top + bottom heat.
Top + 1/3 bottom heat.
Top heat.
Bottom + 1/3 top heat.
Bottom heat.
Hot air + bottom heat.
Hot air + 1/3 bottom heat.
Moist baking.
Grill + circulated air.
Grill.
Baking stone function.
Roaster function.
Air frying.
Dehydrating.
Dough proving.
Keeping warm.
Defrosting.
160 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Invisible full surface grill behind 
enamel 3.4 kW.
Grill can be added briefly for 
additional browning.
Hot air fan rotates in both directions 
for ideal heat distribution.
Extra powerful bottom heating for 
baking stone and roaster function.
Three-point core temperature probe 
with cooking time estimation via 
Home Connect.
Rotisserie spit for grilling from all sides.
Precise temperature control with 
display of the current temperature.
Rapid heating.
Heated catalyser to clean the oven air.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
4 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with 
quintuple glazing.
Cooled housing with temperature 
protection.

Cleaning
Pyrolysis with minimised odour 
development thanks to the heated 
catalyser.
Side shelf supports enamelled and 
pyrolysis-safe.
Seamless cooking compartment 
without obstructive elements.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
For installation underneath cooktops: 
distance between the underside of 
the cooktop and the top edge of the 
oven housing: min. 15 mm. The planning 
notes for the cooktops (particularly 
regarding ventilation, gas/electric 
connection) must be taken into 
account.
The mains socket must be accessible 
and located outside the built-in niche.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 3.68 kW.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.

         B                            :                A                            :       
Cable with or without plug, depending on country
Accessible electrical connection

Measurements in mm

       ≥ 80 (97°)       
≥ 200 (110°)     

       (       A       )     

≥ 550

≥ 598

≥ 2

35

560+8

590–8 4263

580

596

594

532

16

580

110°
97°

       (       B       )     
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Oven Gaggenau Expressive series
G�O 450/G�O 451

Right-hinged

G�O 450 120
Stainless steel behind smoked glass. 
Width 60 cm.

Left-hinged

G�O 451 120
Stainless steel behind smoked glass. 
Width 60 cm.

Included in the price

1	 wire rack.
1	 baking tray, enamelled, 

pyrolysis-safe.
1	 grill tray, enamelled, pyrolysis- safe.
1	 plug-in core temperature probe.

Special accessories

B�A 020 110
Air frying tray.
30 mm deep.

B�A 026 116
Baking tray, enamelled
30 mm deep.

B�A 026 117
Grill tray, enamelled
38 mm deep.

B�A 036 106
Wire rack, chromium-plated.
Without opening, with feet.

B�A 046 118
Glass tray.
24 mm deep.

B�A 056 134
Baking stone.
Incl. baking stone support and pizza 
paddle.
Not in combination with pull-out 
system.

B�S 020 003
Pizza paddle.
Serving and cutting board.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
PFAS free non-stick coating.
In combination with the pull-out 
system BA 016 106.

D

A+++

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Pyrolytic self-cleaning.

	— Invisible full surface grill behind 
enamel.

	— 15 heating methods from 30 °C to 
300 °C, incl. baking stone function, 
roaster function, air frying, 
dehydrating.

	— Automatic programmes and 
setting recommendations.

	— Core temperature probe.

	— Net volume 77 litres.

Heating methods / Programmes
Hot air plus.
Hot air eco.
Top + bottom heat.
Top heat.
Bottom heat.
Hot air + bottom heat.
Moist baking.
Grill + circulated air.
Grill.
Baking stone function.
Roaster function.
Air frying.
Dehydrating.
Dough proving.
Defrosting.
160 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Invisible full surface grill behind 
enamel 3.4 kW.
Grill can be added briefly for 
additional browning.
Hot air fan rotates in both directions 
for ideal heat distribution.
Extra powerful bottom heating for 
baking stone and roaster function.
Three-point core temperature probe 
with cooking time estimation via 
Home Connect.
Precise temperature control with 
display of the current temperature.
Rapid heating.
Heated catalyser to clean the oven air.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
4 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with 
quintuple glazing.
Cooled housing with temperature 
protection.

Cleaning
Pyrolysis with minimised odour 
development thanks to the heated 
catalyser.
Side shelf supports enamelled and 
pyrolysis-safe.
Seamless cooking compartment 
without obstructive elements.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
For installation underneath cooktops: 
distance between the underside of 
the cooktop and the top edge of the 
oven housing: min. 15 mm. The planning 
notes for the cooktops (particularly 
regarding ventilation, gas/electric 
connection) must be taken into 
account.
The mains socket must be accessible 
and located outside the built-in niche.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 3.68 kW.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.
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All measurements in mm.

         B                            :                A                            :       
Cable with or without plug, depending on country
Accessible electrical connection

Measurements in mm

       ≥ 80 (97°)       
≥ 200 (110°)     

       (       A       )     

≥ 550

≥ 598

≥ 2

35

560+8

590–8 4263
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Combi-steam oven 
Gaggenau Expressive series
G�S 480/G�S 481

Right-hinged

G�S 480 120
Stainless steel behind smoked glass.
Width 76 cm.

Left-hinged

G�S 481 120
Stainless steel behind smoked glass.
Width 76 cm.

Included in the price

1	 cooking container, stainless steel,
	 perforated.
1	 cooking container, stainless steel, 

unperforated.
1	 wire rack.
1	 water inlet hose (3 m).
1	 water outlet hose (3 m).
4	 cleaning cartridges.

Installation accessories

G�A 301 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

G�Z 010 011
Extension for water inlet and outlet 
(2 m long).

Special accessories

B�A 010 050
Core temperature probe.
Compatible with GO, GS, GM.

B�A 010 301
Triple telescopic pull-out rack for 
combi-steam ovens.

B�A 020 361
Cooking container, stainless steel, 
unperforated, 46 mm deep, 5.4 l.

B�A 020 370
Cooking container, stainless steel, 
perforated, 40 mm deep, 5 l.

B�A 020 382
Cooking container, unperforated, 
PFAS free non-stick coating, 46 mm 
deep, 5.4 l.

B�A 020 391
Cooking container, perforated, 
PFAS free non-stick coating, 
40 mm deep, 5 l.

B�A 046 118
Glass tray.
24 mm deep.

CL�S 100 40
Cleaning cartridges, set of 4. 
For combi-steam ovens.

G�N 010 330
Adapter for gastronorm insert and 
roaster.

G�N 114 130
Gastronorm insert, stainless steel, 
GN 1/3.
Unperforated, 40 mm deep, 1.5 l.

D

A+++

G�N 114 230
Gastronorm insert, stainless steel, 
GN 2/3.
Unperforated, 40 mm deep, 3 l.

G�N 124 130
Gastronorm insert, stainless steel, 
GN 1/3.
Perforated, 40 mm deep, 1.5 l.

G�N 124 230
Gastronorm insert, stainless steel, 
GN 2/3.
Perforated, 40 mm deep, 3 l.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
non-stick coating.
In combination with adapter GN 010 330 
and pull-out system BA 010 301.

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Fixed inlet and outlet water 
connection for convenient 
handling.

	— External steam generation to avoid 
limescale in the cooking 
compartment.

	— Automatic cleaning with perfect 
results, also for heavy soiling.

	— Hot air 30 °C to 230 °C, freely 
combinable with humidity levels 
0%, 30%, 60%, 80% or 100%.

	— Sous-vide cooking with accurate 
temperature regulation.

	— Full surface grill behind glass 
ceramic, combinable with 
circulated air up to 230 °C and 
steam.

	— Automatic programmes and 
setting recommendations.

	— Net volume 50 litres.

Heating methods / Programmes
Hot air + 100 % humidity.
Hot air + 80 % humidity.
Hot air + 60 % humidity.
Hot air + 30 % humidity.
Hot air + 0 % humidity.
Grill + circulated air.
Grill level 1 + humidity.
Grill level 2 + humidity.
Sous-vide cooking.
Low temperature cooking.
Dough proving.
Keeping warm.
Defrosting.
Regenerating.
200 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Full surface grill 2 kW behind glass 
ceramic.
Hot air fan rotates in both directions 
for ideal heat distribution.
Connection for core temperature 
probe (oven temperature probe 
usable).
Grill can be added briefly in hot air 
mode for additional browning.
Misting for targeted humidity 
addition.
Steam removal to avoid humidity on 
furnitures fronts.
Automatic boiling point detection.
Precise temperature control with 
display of the current temperature.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
3 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel cooking interior.
Automatic cleaning.
Automatic descaling for the steam 
generator.
Drying programme.
Automatic drying of the cavity at the 
end of the cooking process.
All removable parts and accessories 
dishwasher-safe, incl. stainer filter.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
No other electrical appliances should 
be installed above the GS.
At no point may the outlet hose be 
positioned higher than the bottom 
edge of the appliance. The outlet hose 
must also be at least 100 mm lower 
than the appliance outlet (see 
drawing "drainage connection").
Inlet and outlet hose can be extended 
once.
The outlet hose must not be longer 
than a maximum of 5 m.
The water connection for the inlet 
hose must always be accessible and 
not located directly behind the 
appliance.
The connection of the outlet hose to 
the siphon must not be directly behind 
the appliance and should be accessible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
The mains socket must be accessible 
and located outside the built-in niche.

Special accessories (order as spare part): 
Part No. 17002490 Descaling tablets.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 3.1 kW.
Only cold water connection.
To allow water detection, softened water 
must have a conductivity of > 200µS/cm.
Inlet hose 3.0 m with connection pipe 
thread ISO228-G 3/4'' (Ø 26.4 mm), 
extendable.
Outlet hose (Ø 25 mm) 3.0 m 
(HT-Hose), extendable.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.
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All measurements in mm.

≥ 100 (97°)
≥ 260 (110°)

C        :
B        :
A        :

Cable with or without plug, depending on country
Accessible water connection
Accessible electrical connection

Measurements in mm

42
63

440
456

756

532

110°
97°

(A)

≥ 550

≥ 458

≥ 2

450–8

722+8

35

(C)

(B)

16

440

C        :
B        :
A        :

Cold water inlet
Water outlet
Electric terminal box

View from rear

Measurements in mm

254 (A) (B)

714

(C)(B)

122

30
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Combi-steam oven 
Gaggenau Expressive series
G�S 470/G�S 471

Right-hinged

G�S 470 120
Stainless steel behind smoked glass.
Width 60 cm.

Left-hinged

G�S 471 120
Stainless steel behind smoked glass.
Width 60 cm.

Included in the price

1	 cooking container, stainless steel,
	 perforated.
1	 cooking container, stainless steel, 

unperforated.
1	 wire rack.
1	 water inlet hose (3 m).
1	 water outlet hose (3 m).
4	 cleaning cartridges.

Installation accessories

G�A 601 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

G�Z 010 011
Extension for water inlet and outlet 
(2 m long).

Special accessories

B�A 010 050
Core temperature probe.
Compatible with GO, GS, GM.

B�A 010 301
Triple telescopic pull-out rack for 
combi-steam ovens.

B�A 020 361
Cooking container, stainless steel, 
unperforated, 46 mm deep, 5.4 l.

B�A 020 370
Cooking container, stainless steel, 
perforated, 40 mm deep, 5 l.

B�A 020 382
Cooking container, unperforated, 
PFAS free non-stick coating, 46 mm 
deep, 5.4 l.

B�A 020 391
Cooking container, perforated, 
PFAS free non-stick coating, 
40 mm deep, 5 l.

B�A 046 118
Glass tray.
24 mm deep.

CL�S 100 40
Cleaning cartridges, set of 4. 
For combi-steam ovens.

G�N 010 330
Adapter for gastronorm insert and 
roaster.

G�N 114 130
Gastronorm insert, stainless steel, 
GN 1/3.
Unperforated, 40 mm deep, 1.5 l.

D

A+++

G�N 114 230
Gastronorm insert, stainless steel, 
GN 2/3.
Unperforated, 40 mm deep, 3 l.

G�N 124 130
Gastronorm insert, stainless steel, 
GN 1/3.
Perforated, 40 mm deep, 1.5 l.

G�N 124 230
Gastronorm insert, stainless steel, 
GN 2/3.
Perforated, 40 mm deep, 3 l.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
non-stick coating.
In combination with adapter GN 010 330 
and pull-out system BA 010 301.

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Fixed inlet and outlet water 
connection for convenient 
handling.

	— External steam generation to avoid 
limescale in the cooking 
compartment.

	— Automatic cleaning with perfect 
results, also for heavy soiling.

	— Hot air 30 °C to 230 °C, freely 
combinable with humidity levels 
0%, 30%, 60%, 80% or 100%.

	— Sous-vide cooking with accurate 
temperature regulation.

	— Full surface grill behind glass 
ceramic, combinable with 
circulated air up to 230 °C and 
steam.

	— Automatic programmes and 
setting recommendations.

	— Net volume 50 litres.

Heating methods / Programmes
Hot air + 100 % humidity.
Hot air + 80 % humidity.
Hot air + 60 % humidity.
Hot air + 30 % humidity.
Hot air + 0 % humidity.
Grill + circulated air.
Grill level 1 + humidity.
Grill level 2 + humidity.
Sous-vide cooking.
Low temperature cooking.
Dough proving.
Keeping warm.
Defrosting.
Regenerating.
200 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Full surface grill 2 kW behind glass 
ceramic.
Hot air fan rotates in both directions 
for ideal heat distribution.
Connection for core temperature 
probe (oven temperature probe 
usable).
Grill can be added briefly in hot air 
mode for additional browning.
Misting for targeted humidity 
addition.
Steam removal to avoid humidity on 
furnitures fronts.
Automatic boiling point detection.
Precise temperature control with 
display of the current temperature.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
3 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel cooking interior.
Automatic cleaning.
Automatic descaling for the steam 
generator.
Drying programme.
Automatic drying of the cavity at the 
end of the cooking process.
All removable parts and accessories 
dishwasher-safe, incl. stainer filter.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
No other electrical appliances should 
be installed above the GS.
At no point may the outlet hose be 
positioned higher than the bottom 
edge of the appliance. The outlet hose 
must also be at least 100 mm lower 
than the appliance outlet (see 
drawing “drainage connection”).
Inlet and outlet hose can be extended 
once.
The outlet hose must not be longer 
than a maximum of 5 m.
The water connection for the inlet 
hose must always be accessible and 
not located directly behind the 
appliance.
The connection of the outlet hose to 
the siphon must not be directly behind 
the appliance and should be accessible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
The mains socket must be accessible 
and located outside the built-in niche.

Special accessories (order as spare part): 
Part No. 17002490 Descaling tablets.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 3.1 kW.
Only cold water connection.
To allow water detection, softened water 
must have a conductivity of > 200µS/cm.
Inlet hose 3.0 m with connection pipe 
thread ISO228-G 3/4’’ (Ø 26.4 mm), 
extendable.
Outlet hose (Ø 25 mm) 3.0 m 
(HT-Hose), extendable.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.
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All measurements in mm.

B        :
A        :

Accessible water connection
C        :Cable with or without plug, depending on country

Accessible electrical connection

Measurements in mm

≥ 550

≥ 458

≥ 2

35

450–8

4263

440

440

16

456

594

532

110°
97°

560+8

(A)

(B)

(C)

≥ 80 (97°)
≥ 200 (110°)

C        :
B        :
A        :

Cold water inlet
Water outlet
Electric terminal box

View from rear

Measurements in mm

41

30

173 (A)

554

(B) (C)
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Combi-steam oven 
Gaggenau Expressive series
G�S 450/G�S 451

Right-hinged

G�S 450 120
Stainless steel behind smoked glass.
Width 60 cm.

Left-hinged

G�S 451 120
Stainless steel behind smoked glass.
Width 60 cm.

Included in the price

1	 cooking container, stainless steel,
	 perforated.
1	 cooking container, stainless steel, 

unperforated.
1	 wire rack.
4	 cleaning cartridges.

Installation accessories

G�A 601 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

Special accessories

B�A 010 050
Core temperature probe.
Compatible with GO, GS, GM.

B�A 010 301
Triple telescopic pull-out rack for 
combi-steam ovens.

B�A 020 361
Cooking container, stainless steel, 
unperforated, 46 mm deep, 5.4 l.

B�A 020 370
Cooking container, stainless steel, 
perforated, 40 mm deep, 5 l.

B�A 020 382
Cooking container, unperforated, 
PFAS free non-stick coating, 46 mm 
deep, 5.4 l.

B�A 020 391
Cooking container, perforated, 
PFAS free non-stick coating, 
40 mm deep, 5 l.

B�A 046 118
Glass tray.
24 mm deep.

CL�S 100 40
Cleaning cartridges, set of 4. 
For combi-steam ovens.

G�N 010 330
Adapter for gastronorm insert and 
roaster.

G�N 114 130
Gastronorm insert, stainless steel, 
GN 1/3.
Unperforated, 40 mm deep, 1.5 l.

G�N 114 230
Gastronorm insert, stainless steel, 
GN 2/3.
Unperforated, 40 mm deep, 3 l.

D

A+++

G�N 124 130
Gastronorm insert, stainless steel, 
GN 1/3.
Perforated, 40 mm deep, 1.5 l.

G�N 124 230
Gastronorm insert, stainless steel, 
GN 2/3.
Perforated, 40 mm deep, 3 l.

G�N 340 231
Gastronorm roaster in cast aluminium.
GN 2/3, height 165 mm,  
non-stick coating.
In combination with adapter GN 010 330 
and pull-out system BA 010 301.

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Water tank for fresh and waste 
water for flexible installation.

	— External steam generation to avoid 
limescale in the cooking 
compartment.

	— Automatic cleaning with perfect 
results, also for heavy soiling.

	— Hot air 30 °C to 230 °C, freely 
combinable with humidity levels 
0%, 30%, 60%, 80% or 100%.

	— Sous-vide cooking with accurate 
temperature regulation.

	— Full surface grill behind glass 
ceramic, combinable with 
circulated air up to 230 °C and 
steam.

	— Automatic programmes and 
setting recommendations.

	— Net volume 50 litres.

Heating methods / Programmes
Hot air + 100 % humidity.
Hot air + 80 % humidity.
Hot air + 60 % humidity.
Hot air + 30 % humidity.
Hot air + 0 % humidity.
Grill + circulated air.
Grill level 1 + humidity.
Grill level 2 + humidity.
Sous-vide cooking.
Low temperature cooking.
Dough proving.
Keeping warm.
Defrosting.
Regenerating.
200 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Full surface grill 2 kW behind glass 
ceramic.
Hot air fan rotates in both directions 
for ideal heat distribution.
2 removable 1.7 litre water tanks, 
dishwasher-safe.
Connection for core temperature 
probe (oven temperature probe 
usable).
Grill can be added briefly in hot air 
mode for additional browning.
Misting for targeted humidity 
addition.
Water level warning.
Automatic boiling point detection.
Precise temperature control with 
display of the current temperature.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
3 shelf levels.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel cooking interior.
Automatic cleaning.
Automatic descaling for the steam 
generator.
Drying programme.
Automatic drying of the cavity at the 
end of the cooking process.
All removable parts and accessories 
dishwasher-safe, incl. water tank and 
stainer filter.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
No other electrical appliances should 
be installed above the GS.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
The mains socket must be accessible 
and located outside the built-in niche.

Special accessories (order as spare part): 
Part No. 17002490 Descaling tablets.

Connection
Energy efficiency class A at a range 
of energy efficiency classes from 
A+++ to D.
Total connected load 3.1 kW.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.
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All measurements in mm.

B        :
A        :

Measurements in mm

Cable with or without plug, depending on country
Accessible electrical connection

(A)

≥ 550

≥ 458

≥ 2

35

560+8

450–8

4263

440

440

16

456

594

532

110°
97°

(B)

≥ 80 (97°)
≥ 200 (110°)
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All measurements in mm.

Combi-microwave oven 
Gaggenau Expressive series
G�M 480/G�M 481

Right-hinged

G�M 480 120
Stainless steel behind smoked glass.
Width 76 cm.

Left-hinged

G�M 481 120
Stainless steel behind smoked glass.
Width 76 cm.

Included in the price

1	 wire rack.
1	 glass tray.

Installation accessories

G�A 301 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

Special accessories

B�A 010 050
Core temperature probe.
Compatible with GO, GS, GM.

B�A 036 106
Wire rack, chromium-plated.
Without opening, with feet.

B�A 046 118
Glass tray.
24 mm deep.

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Single operation and combination 
of microwave and oven.

	— Automatic programmes and 
setting recommendations.

	— Net volume 46 litres.

Heating methods / Programmes
Microwave operation with 6 output 
levels: max. 1000, 600, 450, 360, 180, 90 W.
Oven operation with 9 heating methods:  
Hot air from 30 °C to 230 °C, 
Grill + circulated air from 30 °C to 230 °C, 
Warming up beverages, with max. 
microwave level, 
Warming up meals from 360 W to 600 W, 
Dehydrating from 30 °C to 80 °C, 
Low temperature cooking from 30 °C 
to 90 °C + microwave, 
Dough proving from 30 °C to 50 °C, 
Keeping warm, with special microwave 
level,
Defrosting from 90 W to 360 W.
Hot air and grill + circulated air freely 
combinable with microwave output 
levels 450, 360, 180 and 90 W.
70 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Innowave (inverter technology) for 
uniform microwave output.
Precise temperature control with 
display of the current temperature.
Grill can be added briefly in hot air 
mode for additional browning.
Connection for core temperature 
probe (oven temperature probe 
usable).
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Hot air fan rotates in both directions 
for ideal heat distribution.
Optimum visibility of the food thanks 
to side lighting.
2 shelf levels and option of placing the 
food in suitable accessories directly 
on the cooking compartment floor.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel interior with 
heat resistant glass base.
Cleaning aid programme.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
This appliance is designed for 
ergonomic installation at a 
user-friendly height. If the appliance 
is to be installed underneath a 
worktop, it is essential to ensure 
proper ventilation is provided behind 
the appliance.
For installation underneath cooktops: 
distance between the underside of 
the cooktop and the top edge of the 
oven housing: min. 15 mm. The planning 
notes for the cooktops (particularly 
regarding ventilation, gas/electric 
connection) must be taken into 
account.
The mains socket must be accessible 
and located outside the built-in niche.

Connection
Total connected load 2.65 kW.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.

B :
A: Accessible electrical connection

Measurements in mm

Cable with or without plug, depending on country

42
63

440
456

756

532

110°
97°

≥ 550

≥ 458

≥ 2

450–8

722+8

35

(B)

(A)

35 ≥ 100 (97°)
≥ 260 (110°)

16

440
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All measurements in mm.

Combi-microwave oven 
Gaggenau Expressive series
G�M 450/G�M 451

Right-hinged

G�M 450 120
Stainless steel behind smoked glass.
Width 60 cm.

Left-hinged

G�M 451 120
Stainless steel behind smoked glass.
Width 60 cm.

Included in the price

1	 wire rack.
1	 glass tray.

Installation accessories

G�A 601 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

Special accessories

B�A 010 050
Core temperature probe.
Compatible with GO, GS, GM.

B�A 036 106
Wire rack, chromium-plated.
Without opening, with feet.

B�A 046 118
Glass tray.
24 mm deep.

Highlights
	— Handleless full glass door with 

electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Single operation and combination 
of microwave and oven.

	— Automatic programmes and 
setting recommendations.

	— Net volume 46 litres.

Heating methods / Programmes
Microwave operation with 6 output 
levels: max. 1000, 600, 450, 360, 180, 90 W.
Oven operation with 9 heating methods:  
Hot air from 30 °C to 230 °C, 
Grill + circulated air from 30 °C to 230 °C, 
Warming up beverages, with max. 
microwave level, 
Warming up meals from 360 W to 600 W, 
Dehydrating from 30 °C to 80 °C, 
Low temperature cooking from 30 °C 
to 90 °C + microwave, 
Dough proving from 30 °C to 50 °C, 
Keeping warm, with special microwave 
level,
Defrosting from 90 W to 360 W.
Hot air and grill + circulated air freely 
combinable with microwave output 
levels 450, 360, 180 and 90 W.
70 programmes 
(automatic programmes and setting 
recommendations).
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with 
110° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
Innowave (inverter technology) for 
uniform microwave output.
Precise temperature control with 
display of the current temperature.
Grill can be added briefly in hot air 
mode for additional browning.
Connection for core temperature 
probe (oven temperature probe 
usable).
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Timer functions: cooking time, cooking 
time end, count-up timer.
Long-term timer with 
pre-programmable heating cycles.*
Hot air fan rotates in both directions 
for ideal heat distribution.
Optimum visibility of the food thanks 
to side lighting.
2 shelf levels and option of placing the 
food in suitable accessories directly 
on the cooking compartment floor.

Selected digital services 
(Gaggenau Home Connect)
Remote control and monitoring.
Cooking time estimation when using 
the core temperature probe.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel interior with 
heat resistant glass base.
Cleaning aid programme.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 97° if required.
This appliance is designed for 
ergonomic installation at a 
user-friendly height. If the appliance 
is to be installed underneath a 
worktop, it is essential to ensure 
proper ventilation is provided behind 
the appliance.
For installation underneath cooktops: 
distance between the underside of 
the cooktop and the top edge of the 
oven housing: min. 15 mm. The planning 
notes for the cooktops (particularly 
regarding ventilation, gas/electric 
connection) must be taken into 
account.
The mains socket must be accessible 
and located outside the built-in niche.

Connection
Total connected load 2.65 kW.
Connection cable 1.75 m, pluggable.

* Available in Q4/2025.

B        :
A        :

Measurements in mm

Accessible electrical connection
Cable with or without plug, depending on country

(A)

≥ 550

≥ 458

≥ 2

35

560+8

450–8

4263

440

440

16

456

594

532

110°
97°

(B)

≥ 80 (97°)
≥ 200 (110°)35
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Fully automatic coffee machine 
Gaggenau Expressive series
G�C 461

Left-hinged

G�C 461 120
Stainless steel behind smoked glass.
Fixed connection for water supply.
Width 60 cm.

Included in the price

1	 assembly screws.
1	 test strip.
1	 glass milk container.
1	 connection hose for milk frother.
1	 milk pipe.
1	 cleaning cartridge. 
1	 descaling cartridge.

Installation accessories

G�A 601 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

Special accessories

G�A 022 120
Cleaning cartridge.

G�A 022 140
Descaling cartridge.

Highlights
	— Full touch display with stainless 

steel control ring.

	— Light and display response upon 
user approach.

	— Dual operation modes: Classic 
mode and Barista mode.

	— Aroma brewing technology 
including intelligent strength 
adjustment for full aroma with 
every selected beverage size.

	— Personalisation function with 
profiles and favourites.

	— Fully automatic cleaning and 
descaling with cartridges.

	— Customizable, dynamic lighting 
scenarios.

	— Electronic grinding level 
adjustment.

	— Electronic fill level control for milk, 
water and coffee beans for a 
perfect result.

Type of beverage
Ristretto / 2 x Ristretto.
Espresso / 2 x Espresso.
Doppio. 
Coffee / 2 x Coffee.
Coffee large / 2 x Coffee large.
Coffee very large.
Americano / 2 x Americano.
Cold Brew.
Slow Brew.
Coffee pot.
Hot water / 2 x Hot water.
Espresso Macchiato / 
2 x Espresso Macchiato.
Flat White / 2 x Flat White.
Cappuccino / 2 x Cappuccino.
Caffe Latte / 2 x Caffe Latte.
Cold Brew Macchiato.
Latte Macchiato / 2 x Latte Macchiato.
Warm milk / 2 x Warm milk.
Milk froth / 2 x Milk froth.

Handling
Full touch display with control ring.
Classic mode for easy beverage 
preparation with reduced settings for 
strength, quantity, aroma and milk 
ratio. The intelligent strength 
adjustment ensures that each 
beverage size is always prepared with 
the desired intensity.
Barista mode for detailed and precise 
beverage preparation. All relevant 
brewing parameters such as water 
and coffee quantity, grinding level, 
contact time, brewing temperature 
and milk ratio can be customised 
according to personal preferences.
Roast level selection: depending on 
the roast, the optimum, specific 
settings for the beans used are 
displayed in barista mode.
Personalisation function for creating 
up to 10 profiles, each with  
10 individualised beverages as 
favourites.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.
One-touch operation.
Easy access to water tank, milk and 
coffee bean container behind the 
door.

Features
Fresh water connection to refill the 
water tank with fresh water.
Continuous flow heater means no 
waiting time and constant brewing 
temperature.
Maintenance-free grinding unit with 
ceramic discs.
Electronic adjustment of grinding level 
for easy and precise control of the 
grinding parameters.
Double grinding and brewing cycles 
for double cup or for extra strong 
single beverages.
Height-adjustable beverage dispenser 
7 cm to 15 cm.
Beverage dispenser with integrated 
milk system.
Glass milk container for up to 0.7 litres.
Removable bean container for 400 g 
with aroma protecting lid.
Removable 2.4 litre water tank.
Water pump with 19 bar pressure.
Electronic replacement indicator for 
cleaning and descaling cartridges 
and water filter for timely reordering.
Electronic fill level control for drip tray 
and container for coffee residue.
Integrated, soft lighting for perfect 
presentation of every single beverage.
Hint: for energy-saving, the appliance 
switches to standby mode automatically 
after about 30 minutes. This timespan 
can be changed in the basic settings.

Selected digital services 
(Gaggenau Home Connect)
Coffee World: extended choice of 
coffee specialties from all over the 
world.
Remote control and monitoring.
Playlist function.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Safety
Child lock to prevent accidental 
switch on or operation of the 
appliance.
To protect against water damage 
throughout the lifetime of the 
appliance, the tap water connection 
is equipped with the aqua stop safety 
system.

Cleaning
Fully automatic cleaning and 
descaling with cartridges. Switching 
to manual cleaning and descaling 
with tablets possible.
Automatic steam cleaning of the milk 
system after every milk-based 
beverage.
Holiday mode to prepare the 
appliance for longer periods of 
non-use or transportation.
Empty-grinding function to remove 
coffee residues from the system when 
switching bean types.
Removable brewing unit.
Dishwasher-safe coffee residue 
container and drip tray.
Dishwasher-safe beverage dispenser.
Dishwasher-safe milk container.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
Ideal installation height 95 cm to 
145 cm (top edge of niche bottom).
Protrusion from appliance front to 
furniture cabinet 42 mm.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) - mounting distance 
to the wall has to be at least 350 mm.
Door opening angle appr. 92° -  
mounting distance to the wall has to 
be at least 100 mm 
(spare part No. 10020041).
Installation directly above warming 
drawer possible.
Due to the higher appliance housing 
(449 mm), every combination with GC 
needs to be planned cautiously.
For optimum gap dimensions, the 
full-surface intermediate shelf  
GA 601 010 is recommended for a 
vertical combination with other 
appliances.
Installation above a combi microwave 
oven is only possible with a standard 
furniture shelf. The use of the 
intermediate shelf GA 601 010 is not 
permitted in this case.
The water connection for the inlet 
hose must always be accessible and 
not located directly behind the 
appliance.

Special accessories 
(order as spare parts): 
Part No. 17000705 Water filter 
Part No. 17000706 Water filter, set of 3 
Part No. region-specific Descaling 
tablets 
Part No. region-specific Cleaning 
tablets 
Part No. 10020041 Door hinge 
restrictor (92° opening angle)

Connection
Total connected load 1.5 kW.
Connection cable 1.75 m, pluggable.
Inlet hose 170 cm with 3/4 " (26.4 mm) 
connection, extendable.

Gaggenau Expressive series32
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All measurements in mm.

Accessible electrical connection
Cable with or without plug, depending on country

         A                            :                B                            :       

       (       A       )     

≥ 550

≥ 458

≥ 2

35

560+8

450–8

21

440

456

594

547

110°
92°

       (       B       )     

≥ 50 (92°)
≥ 220 (110°)

44

16

440

16

Gaggenau Minimalistic series 75

EB
 3

33
A

cc
es

so
ri

es
 | 

En
er

g
y 

La
b

el
 | 

G
a

g
g

en
a

u 
H

om
e 

C
on

ne
ct

G
a

g
g

en
a

u 
M

in
im

a
lis

ti
c 

se
ri

es
G

a
g

g
en

a
u

Ex
p

re
ss

iv
e 

se
ri

es
D

is
hw

a
sh

er
s 

| 
W

a
sh

in
g

 m
a

ch
in

e
C

oo
lin

g
 a

p
p

lia
nc

es
V

en
ti

la
ti

on
 a

p
p

lia
nc

es
C

oo
kt

op
s

V
a

ri
o 

co
ok

to
p

s



All measurements in mm.

Steam oven  
Gaggenau Minimalistic series
G�S 220/G�S 221

Right-hinged

G�S 220 100
Gaggenau Onyx. 
Width 60 cm.

G�S 220 130
Gaggenau Sterling.
Width 60 cm.

Left-hinged

G�S 221 100
Gaggenau Onyx. 
Width 60 cm.

G�S 221 130
Gaggenau Sterling.
Width 60 cm.

Included in the price

1	 cooking container, stainless steel,
	 perforated.
1	 cooking container, stainless steel, 

unperforated.
1	 wire rack.

Installation accessories

G�A 601 010
Adjustable intermediate shelf.
For vertical combination.
Incl. mounting brackets, cover and 
screws.

Special accessories

B�A 220 360
Cooking container, stainless steel, 
unperforated, 37,5 mm deep, 5 l.

B�A 220 370
Cooking container, stainless steel, 
perforated, 37,5 mm deep, 5 l.

B�A 046 118
Glass tray.
24 mm deep.

G�N 114 130
Gastronorm insert, stainless steel,  
GN 1/3.  
Unperforated, 40 mm deep, 1.5 l.

G�N 114 230
Gastronorm insert, stainless steel,
GN 2/3.
Unperforated, 40 mm deep, 3 l.

G�N 124 130
Gastronorm insert, stainless steel,
GN 1/3.
Perforated, 40 mm deep, 1.5 l.

G�N 124 230
Gastronorm insert, stainless steel,
GN 2/3.
Perforated, 40 mm deep, 3 l.

Highlights
	— Flush installation.

	— Handleless full glass door with 
electronic door opening.

	— Full touch display with stainless 
steel control ring.

	— Light and display response upon 
user approach.

	— Water tank for fresh and waste 
water for flexible installation.

	— External steam generation to avoid 
limescale in the cooking 
compartment.

	— Steaming with 100% humidity from 
30 °C to 100 °C.

	— Sous-vide cooking with accurate 
temperature regulation.

	— Setting recommendations.

	— Net volume 59 litres.

Heating methods / Programmes
100 % humidity. 
Sous-vide cooking. 
Low temperature steaming. 
Dough proving. 
Defrosting. 
Regenerating.
130 setting recommendations.
Option to save up to 30 favourites.

Handling
Cushioned side-opening door with  
110 ° opening angle.
Electronic door opening.
Full touch display with control ring.
42 display languages available.
User detection, adjustable distance.
Info texts for additional information.
Animated quick guides to assist 
appliance operation.

Features
2 removable 1.7 litres water tanks, 
dishwasher-safe.
Water level warning.
Automatic boiling point detection.
Precise temperature control with 
display of the current temperature.
Timer functions: cooking time, cooking 
time end, count-up timer.
Programmable automatic door 
opening at cooking time end to avoid 
overcooking.
Optimum visibility of the food thanks 
to side lighting.
3 shelf levels.

Selected digital services  
(Gaggenau Home Connect)
Remote control and monitoring.
Door opening via voice assistant.

Please read additional information on 
Gaggenau Home Connect on  
page 411.

Safety
Child lock to prevent accidental switch 
on or operation of the appliance.
Electronic door lock to prevent 
unintentional opening of the 
appliance door.
Safety shut-off.
Thermally insulated door with triple 
glazing.
Cooled housing with temperature 
protection.

Cleaning
Hygienic stainless steel cooking interior.
Cleaning aid.
Automatic descaling for the steam 
generator.
All removable parts and accessories 
dishwasher-safe, incl. water tank.

Planning notes
Plan the niche without back wall.
Door hinge not reversible.
No other electrical appliances should 
be installed above the GS.
Protrusion from appliance front to 
furniture cabinet 21 mm.
This appliance is intended for front 
flush installation. 
No protruding front panel, horizontal 
handle, high cabinet top etc. should 
be fitted directly above the steam 
oven to prevent damage to the 
furniture.
The edge of a worktop must be steam 
resistant as is required above a 
dishwasher.
When planning a corner solution, pay 
attention to the side-opening door 
and the minimum required distance to 
the wall.
Door opening angle appr. 110° 
(delivery status) can be reduced to 
appr. 92° if required.
The mains socket must be accessible 
and located outside the built-in niche.

Special accessories  
(order as spare part): 
Part No. 17002490 Descaling tablets.

Connection
Total connected load 2.8 KW.
Connection cable 1.75 m, pluggable.

Accessible electrical connection
Cable with or without plug, depending on country
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Vario cooktops100







































All measurements in mm.

Cross-section

A: 6.5+0.5

B : 1.5
C: Fill with silicone

measurements in mm

492±1

524+1

521 (C)

(A)

(B)(B)

A: 6.5+0.5

dia.50

dia. 60

measurements in mm

 492±1

 521

 524+1 

≥ 50

> 35

(A)

90°

594+1

569±1

591

90

208 90

57

1100

R 3

R 4+1

Installation of the cooktop; flush mounting

measurements in mm

Installation of the control knob 

23

≤ 23
>23

> 35 > 35

70

35

ø 50ø 50

View from above

measurements in mm

594+1

524+1 492±1

569±1

R 3

+1R 4

Longitudinal section

A: 6.5+0.5

B : 1.5
C: Fill with silicone

measurements in mm

(A)

569±1

591

594+1

(B)(B)
(C)

Vario cooktops 119Vario cooktops
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Cooktops168











































All measurements in mm.

A: 6.5+0.5

+1R 5

R 3

measurements in mm

1500
≥ 50

≥ 35

≥ 80

518 ±1

513793

798±1

780+2

490+2

76

(A)

90°

Installation of the cooktop; flush mounting

View from above

measurements in mm

518 ±1 490+2

+1

798±1

780+2

R 5

R 3

Cross-section

A: 6.5+0.5

B : 2.5
C: Fill with silicone

measurements in mm

490+2

518 ±1

14 14

513 (C)

(A)

(B)(B)

Longitudinal section

A: 6.5+0.5

B : 2.5
C: Fill with silicone

measurements in mm

(C)
(B)(B)

(A)

780+2

793

9 9

798±1

Cooktops 189Cooktops
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Overview

AL 200 180
AL 200 190

Integrated 
AC 250 121

200 series

Ceiling ventilation

400 series

Table ventilation

400 series

Downdraft ventilation

400 and 200 series

200 series

AC 402 181 AC 482 181
AC 472 181

AR 400 142 AR 401 142 AR 403 122

AL 400 192
AL 400 122

AR 400 142 AR 401 142 AR 403 122 AR 413 122 AR 410 110 only with 
AL 400 122

VL 414 115	 VL 200 120

AR 400 142 AR 401 142 AR 403 122 AR 413 122 AR 410 110

CKV 410 010
CKV 410 000

240 Ventilation appliances

































































































































Ceiling ventilation 400 series

Appliance type Ceiling ventilation Ceiling ventilation Ceiling ventilation
Filter module Control module Light module

Stainless steel AC 402 181 AC 482 181 AC 472 181
Air extraction / air recirculation •/•

Compatible with (air extraction): 
AR 400 142 / AR 401 142 /  
AR 403 122

Compatible with (air recirculation): 
AR 400 142 and  
AA 010 811 or AA 012 811

Dimensions
Width of overall frame (cm) 80 80 80
Depth of overall frame (cm) 40 14 14
Height (cm) 10.5 13.5 13.5
Net weight (kg) 8 9.5 9.5
Consumption data according to EU regulation 65 / 2014

Energy efficiency class
D

A+++

Energy consumption kWh/year 60.6³
Ventilation efficiency class A*³
Illumination efficiency class E*³
Grease filter efficiency class B*³
Sound level min. / max. normal mode dB(A) 50/65³
Air extraction performance (EN 61591) with fan units,  
power level 1 / 2 / 3 / Intensive

Airflow per remote fan unit with one filter module²

Air extraction with AR 400 142 for inside installation (m³/h) at 5 Pa 300/460/570/720 — —
Air extraction with AR 401 142 for outside installation (m³/h) at 5 Pa 340/510/640/750 — —
Air extraction with AR 403 122 for inside installation (m³/h) at 5 Pa 370/490/640/780
Air recirculation with AR 400 142 and AA 010 811 or AA 012 811 (m³/h) at 0 Pa 260/400/500/570
Features
Infrared remote control •
Power levels 3 plus intensive
Run-on function •/6 min.
Interval ventilation •/6 min.
Grease filter saturation indicator —/•
Grease filter art Rim extraction
Grease filter units 2
Art of lighting LED LED
Connecting cable length (m) 1.75 1.75
Network cable lenght 2
Cooktop-based ventilation control —
Home network integration for digital services (Gaggenau Home Connect) wireless via WiFi. —
Minimum clearance above cooking position
For gas appliances with total connected load gas of less / more than 12 kW (cm) 70/70 70/70 70/70
For electric appliances (cm) 70 70 70
Connection
Total connected load (W) depending on fan unit
Radio frequency interference-suppressed • • •

• Standard.  — Not available.  ¹ Special accessory.  ² For configurations with more than one filter module per fan unit up to 70 m³/h can be added.  ³ Values refers to the 
configuration AC 402 181 (1x), AC 482 181 (1x), with the remote fan unit AR 400 142.  * Ventilation, Illumination, Grease filter efficiency: at a range of classes from A to G.
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Ceiling ventilation 200 series

Appliance type Ceiling ventilation
Gaggenau Light Bronze AC 250 121
Air extraction / air recirculation •/Air recirculation module as accessory
Dimensions
Width of overall frame  (cm) 120
Depth of overall frame  (cm) 50
Height  (cm) 30
Net weight (kg) 37
Consumption data according to EU regulation 65 / 2014

Energy efficiency class
+

D

A+++

Energy consumption kWh/year 35.2
Ventilation efficiency class A*
Illumination efficiency class —
Grease filter efficiency class E*
Sound level min. / max. normal mode dB(A) 41/56
Air extraction performance (EN 61591) with fan units, power level 1 / 2 / 3 / Intensive
Air extraction (m³/h) at 5 Pa 265/331/458/933
Air recirculation (m³/h) at 0 Pa 197/313/419/637
Max. back pressure at 0 m³/h (Pa) 416
Sound power level (EN 60704-3) max/Int
Air extraction mode (dB(A) re 1 pW) 56/70
Air recirculation mode (dB(A) re 1 pW) 63/72
Air extraction ducting recommandation 
Equivalent ducting lenght Lmax ³ (m) 23
Features
Remote control •
Power levels 3 plus intensive
Run-on function •/ integrated
Interval ventilation •/ 6 min.
Grease filter saturation indicator •
Activated charcoal filter saturation indicator •
Grease filter art Cartridge-type filter
Grease filter units 2
Art of lighting —
Lamp output (W) —
Illuminance (lx) —
Lighting colour (Kelvin) —
Colour range (adjustable with Home Connect) (Kelvin) —
Exhaust air connection piece (ø mm) 150
Exhaust air connection piece, top / side / rear / front — / • / • / •
Connecting cable length (m) 1.3
Cooktop-based ventilation control •¹
Home network integration for digital services (Gaggenau Home Connect) wireless via WiFi. ² •
Accessories
Air recirculation module White AA 010 811
Air recirculation module Stainless steel AA 012 811
Regenerable activated charcoal filter (order as spare parts) Part No. 17000977
Activated charcoal filter (order as spare parts) Part No. 11033934
Minimum clearance above cooking position
For gas appliances with total connected load gas of less / more than 12 kW (cm) 65/70
For electric appliances (cm) 65
Connection
Total connected load (W) 250
Radio frequency interference-suppressed •

• Standard.  — Not available.  ¹ Via Home Connect; in combination with suitable cooktop.  ² The use of the Gaggenau Home Connect functionality depends on the Home Connect 
services, which are not available in every country.  ³ Please refer to the “General planning notes” for the calulation of the equivalent ducting length.   
* Ventilation, Illumination, Grease filter efficiency: at a range of classes from A to G.
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Cooling appliances314







RB 289 RT 289 RC 289 RF 287

Vario cooling 200 series

Niche 178 cm

FC:	 Fresh cooling
FC <> 0 °C:	 Fresh cooling close to 0 °C
FC 0 °C:	 Fresh cooling 0 °C

317Cooling appliances
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Dishwashers376











All measurements in mm.

max. 220
min. 50-

min. 
550

86.5 cm high dishwasher with flexible hinge

53

100

89

598

600

550

865-
925

865-925

705-
815

16-22

( ) values with extension kit

1.2 m (3.4 m)

1.5 m (3.5 m)(3.7 m) 1.7 m

(3.7 m) 1.5 m

1.6 m1.2 m

Connection dimensions for a 60 cm wide dishwasher

60

min. 50-
max. 220

min. 
550

81.5 cm high dishwasher with flexible hinge

53

100

89

598

600

550

815-
875

815-875

655-
765

16-22
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* Availability depending on country.

Dishwasher 200 series
D�F 271/D�F 270

D�F 271 101	
Fully integrated.
Height 86.5 cm.

D�F 270 101	
Fully integrated.
Height 81.5 cm.

Included in the price

1	 baking tray spray head.
1	 stainless steel trim kit.

Installation accessories

G�Z 010 011	
Extension for water inlet and outlet  
(2 m long).

Special accessories

D�A 041 160	
Cutlery drawer with smooth running 
rails.
3rd loading level above the upper 
basket.
For large pieces of cutlery, cooking 
utensils and espresso cups.
13 place setting capacity with all 
3 levels.

D�A 042 030	
Silvercare cartridge for all 
dishwashers.

D�A 043 000	
Holder for long-stemmed glasses.
Offers safe positioning for up to four 
long-stemmed glasses during the 
dishwashing process and ensures an 
optimal cleaning result.
For positioning in the lower basket.

D�A 045 061	
3rd basket.
With smooth running rails.
For 86.5 cm high dishwashers.
3rd loading level above the upper 
basket.
For small bowls, cups and cooking 
utensiles.
Movable knife shelf.

Highlights
	— Optimal protection for sensitive 

glassware by low temperature 
drying with zeolite, elaborated 
basket design and intelligent water 
softening.

	— 6 programmes with aqua sensor 
and 3 options, such as Power for 
cleaning and drying dishes from 
57 minutes and Intensive for 
particularly thorough cleaning in 
the lower basket.

	— Flexible basket system with smooth 
running rails on all levels.

	— Bright interior lighting.

	— Push-to-open function for perfect 
integration into handleless 
furniture fronts.

	— Remaining time projection onto the 
kitchen floor.

	— Very quiet: 43 dB.

Handling
TFT display indicating remaining or 
end time, refill for salt and rinsing 
agent, inflow of water.
Touch key operation.
Flexible cycle time reduction, even 
during an active cycle.
Personalisation function for saving 
individual combinations of 
programmes.
Drying assistant for optional door 
opening at the end of the programme.
Information key with use indicators.
Time delay up to 24 hours.
Visual and acoustic end of 
programme indicator.
Remaining time projection.

Technical features
Bright interior lighting.
Glass protection with zeolite.
Aqua sensor.
Load sensor.
Detergent recognition.
Regeneration electronics.
Heat exchanger.
Continuous flow heater.
Triple filter system.
Soft lock.
Aqua stop.

Selected digital services 
(Gaggenau Home Connect)
Downloadable programmes.*
Programme assistant.
Temporary noise reduction.

Please read additional information on 
Gaggenau Home Connect on 
page 411.

Programmes
6 programmes:  
Auto 35 °C – 45 °C.  
Auto 45 °C – 65 °C.  
Auto 65 °C – 75 °C.  
Eco 50 °C.  
Quick wash 45 °C (35 min.). 
Personalisation function  
(default setting: Pre-rinse).

3 options:  
Intensive.  
Power.  
Half Load.

Machine Care.

Interior
Flexible basket system with smooth 
running rails on all levels.

Upper basket:  
Over extension.  
Optional extra cleaning area by 
activating additional spray nozzles. 
Rackmatic with 3 levels, adjustable in 
height up to 5 cm.  
6 folding spines. 
4 folding racks for optimal protection 
of glass.

Lower basket:  
8 folding spines.  
2 folding racks for optimal protection 
of glass.  
Dividable glass support.
Cutlery basket.

Maximum dish sizes  
(upper/lower basket)  
for 86.5 cm high dishwashers:  
29/28, 26.5/30.5 or 24/33 cm 
respectively.

Maximum dish sizes  
(upper/lower basket)  
for 81.5 cm high dishwashers:  
27/25, 24.5/27.5 or 22/30 cm 
respectively.

12 place setting capacity.
Maximum glass loading capacity 
23 wine glasses.

Consumption data
Energy efficiency class B at a range of 
energy efficiency classes from A to G.
From 9.5 l water.
From 0.725 kWh.
Noise level 43 dB (re 1 pW).

Planning notes
Height-adjustable feet.
Appliance plinth recess 100 mm 
(see drawing).
To display the remaining time 
projection, a minimum plinth 
protrusion is required (40 mm + 
thickness of the furniture front).
The maximum plinth height must be 
reduced by 30 mm to provide an 
optimal display of the remaining time 
projection.
Rear feet adjustable at front.
Door weight up to 10/8.5 kg.
Door panel dimension dependent on 
plinth height of kitchen furniture.
Installation and usage also with 
furniture handle possible. The 
push-to-open function remains active.
 
Please read additional planning notes 
on page 390–397.

Connection
Total connected load 2000-2400 W.
Connecting cable pluggable.
Water connection with 3/4" screw 
joint.
Connection to hot or cold water 
possible.

382 Dishwashers
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** �Home network integration for digital services (Gaggenau Home Connect) wireless via WiFi. The use of the Gaggenau Home Connect functionality depends on the Home Connect 
services, which are not available in every country. For further information please check: https://www.gaggenau.com/global/appliances/home-connect 
Gaggenau Home Connect is a service of Home Connect GmbH.

** �Not applicable for cooktops. Cooktops are not intended for unattended use – cooking process must be supervised.

1  �Fridge-Freezer: Control your energy consumption: change 
your appliances to Eco mode or Holiday mode via the App.

2  �Wine climate cabinet: Using the App bring the chosen wine 
to serving temperature as you make your way home.

3  �Washing machine: Communicating via Gaggenau Home 
Connect, the dryer chooses the programme best suited to 
the clothes the Washing machine has just cleaned.

4  �Oven: Entertain in the garden and have your mobile phone 
alert you when the hors d’oeuvres are done.

5  �Fully automatic espresso machine: Prepare your appliance for 
your morning coffee by turning it on with your mobile device.

6  �Combi-steam oven: Send the sous-vide recipe settings 
(temperature, time and humidity) to your oven.

7  �Cooktop: Rather than adjust the ventilation separately, link 
it through Gaggenau Home Connect and control it from the 
cooktop.

8  �Dishwasher: Ask the app what setting would work best on 
your delicate glasses and heavily soiled pots and pans.

2 3 4 5 61

Discover how Gaggenau Home Connect can be used to enhance the chef’s life and the appliances’ use.

8

7

The difference is Gaggenau

This is the beginning of the future of cooking. Aided by 
a digital device, the private chef can, for instance, 
preheat the oven, turn on ventilation, start the dish-
washer, download digital user manuals and have a 
technician run a diagnostic check, all remotely.

Integrating into different home management systems 
ensures the kitchen remains the heart of the digital 
home. The private chef can ask e.g. Amazon Alexa to 
prepare a cup of coffee and turn on the ventilation 
while checking remaining time of the oven.

— �Connect:  
Remotely control** and monitor. Enable remote 
diagnosis by an online technician.

— �Access:  
Download user manuals and utilise our partnering 
network.

— �Integration:  
Compatible with different home management 
systems.

This is just the start. Explore the possibilities at  
https://www.gaggenau.com/global/appliances/
home-connect 

Download app here:

The extraordinary is connected
Make use of digital services via Gaggenau Home Connect*

411The accessories | Energy Label | Gaggenau Home Connect
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© Copyright by  
BSH Hausgeräte GmbH 
P.O. Box 830101 
81701 Munich
Edition 2025 II.

The data and facts expressed herein are current as  
of June 2025. Gaggenau reserves the right to  
implement technical modifications that serve the  
purpose of progress.
The appliances are for household use only.
Certain appliances in this brochure are not available  
in all countries. Please contact your Gaggenau supplier 
for details.
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